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SECTION 260526 - GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes methods and materials for grounding systems and equipment. 

B. Qualification Data:  For testing agency and testing agency's field supervisor. 

C. Field quality-control test reports. 

PART 2 - PRODUCTS 

2.1 CONDUCTORS 

A. Insulated Conductors:  Copper wire or cable insulated for 600 V unless otherwise required by 
applicable Code or authorities having jurisdiction. 

B. Bare Copper Conductors: 

1. Solid Conductors:  ASTM B 3. 
2. Stranded Conductors:  ASTM B 8. 
3. Tinned Conductors:  ASTM B 33. 
4. Bonding Cable:  28 kcmil, 14 strands of No. 17 AWG conductor, 1/4 inch in diameter. 
5. Bonding Conductor:  No. 4 or No. 6 AWG, stranded conductor. 
6. Bonding Jumper:  Copper tape, braided conductors, terminated with copper ferrules; 1-

5/8 inches wide and 1/16 inch thick. 
7. Tinned Bonding Jumper:  Tinned-copper tape, braided conductors, terminated with 

copper ferrules; 1-5/8 inches wide and 1/16 inch thick. 

C. Grounding Bus:  Rectangular bars of annealed copper, 1/4 by 4 inches in cross section, unless 
otherwise indicated; with insulators. 

2.2 CONNECTORS 

A. Listed and labeled by a nationally recognized testing laboratory acceptable to authorities having 
jurisdiction for applications in which used, and for specific types, sizes, and combinations of 
conductors and other items connected. 
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B. Bolted Connectors for Conductors and Pipes:  Copper or copper alloy, bolted pressure-type, 
with at least two bolts. 

1. Pipe Connectors:  Clamp type, sized for pipe. 

C. Welded Connectors:  Exothermic-welding kits of types recommended by kit manufacturer for 
materials being joined and installation conditions. 

PART 3 - EXECUTION 

3.1 APPLICATIONS 

A. Conductors:  Install solid conductor for No. 8 AWG and smaller, and stranded conductors for 
No. 6 AWG and larger, unless otherwise indicated. 

B. Isolated Grounding Conductors:  Green-colored insulation with continuous yellow stripe.  On 
feeders with isolated ground, identify grounding conductor where visible to normal inspection, 
with alternating bands of green and yellow tape, with at least three bands of green and two 
bands of yellow. 

C. Conductor Terminations and Connections: 

1. Pipe and Equipment Grounding Conductor Terminations:  Bolted connectors. 
2. Underground Connections:  Welded connectors except at test wells and as otherwise 

indicated. 
3. Connections to Ground Rods at Test Wells:  Bolted connectors. 
4. Connections to Structural Steel:  Welded connectors. 

3.2 EQUIPMENT GROUNDING 

A. Install insulated equipment grounding conductors with all feeders and branch circuits. 

B. Install insulated equipment grounding conductors with the following items, in addition to those 
required by NFPA 70: 

1. Feeders and branch circuits. 
2. Lighting circuits. 
3. Receptacle circuits. 
4. Flexible raceway runs. 
5. Busway Supply Circuits:  Install insulated equipment grounding conductor from 

grounding bus in the switchgear, switchboard, or distribution panel to equipment 
grounding bar terminal on busway. 
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3.3 INSTALLATION 

A. Grounding Conductors:  Route along shortest and straightest paths possible, unless otherwise 
indicated or required by Code.  Avoid obstructing access or placing conductors where they may 
be subjected to strain, impact, or damage. 

B. Bonding Straps and Jumpers:  Install in locations accessible for inspection and maintenance, 
except where routed through short lengths of conduit. 

1. Bonding to Structure:  Bond straps directly to basic structure, taking care not to penetrate 
any adjacent parts. 

2. Bonding to Equipment Mounted on Vibration Isolation Hangers and Supports:  Install so 
vibration is not transmitted to rigidly mounted equipment. 

3. Use exothermic-welded connectors for outdoor locations, but if a disconnect-type 
connection is required, use a bolted clamp. 

C. Grounding for Steel Building Structure:  Install a driven ground rod at base of each corner 
column and at intermediate exterior columns at distances not more than 60 feet apart. 

3.4 FIELD QUALITY CONTROL 

A. Testing Agency:  Engage a qualified testing and inspecting agency to perform the following 
field tests and inspections and prepare test reports: 

B. Perform the following tests and inspections and prepare test reports: 

1. After installing grounding system but before permanent electrical circuits have been 
energized, test for compliance with requirements. 

2. Test completed grounding system at each location where a maximum ground-resistance 
level is specified, switchboards. 

a. Measure ground resistance not less than two full days after last trace of 
precipitation and without soil being moistened by any means other than natural 
drainage or seepage and without chemical treatment or other artificial means of 
reducing natural ground resistance. 

b. Perform tests by fall-of-potential method according to IEEE 81. 

C. Report measured ground resistances that exceed the following values: 
 
1. Switchboards. 
2. Substations and Pad-Mounted Equipment:  5 ohms. 

D. Excessive Ground Resistance:  If resistance to ground exceeds specified values.  Contractor is 
to install additional grounding rods until specified resistance is met. 

END OF SECTION 260526 
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